ON A CASE OF SOLARIZATION DURING STEAM SINTERING OF UO₂ PELLETS

by

I. AMATO  R.L. COLOMBO  A.M. PROTTI
(FIAT, Sezione Energia Nucleare)

1963

Euratom — United States Agreement for Cooperation
Work performed by FIAT S.p.A.
under the Euratom Contract No. 016-60-9 RDI
(Part of the EURAEC Report No. 321)

Reprinted from
JOURNAL OF NUCLEAR MATERIALS
Vol. 8, No. 2 - 1963
LEGAL NOTICE

This document was prepared under the sponsorship of the Commission of the European Atomic Energy Community (EURATOM).

Neither the EURATOM Commission, its contractors nor any person acting on their behalf:

1° — Make any warranty or representation, express or implied, with respect to the accuracy, completeness, or usefulness of the information contained in this document, or that the use of any information, apparatus, method, or process disclosed in this document may not infringe privately owned rights; or

2° — Assume any liability with respect to the use of, or for damages resulting from the use of any information, apparatus, method or process disclosed in this document.

The authors' names are listed in alphabetical order.

This reprint is intended for restricted distribution only. It reproduces, by kind permission of the publisher, an article from "JOURNAL OF NUCLEAR MATERIALS", Vol. 8, No. 2 - 1963, 271-272. For further copies please apply to North-Holland Publishing Co., P.O. Box 103 — Amsterdam (Netherlands).


Ce tiré-à-part est exclusivement destiné à une diffusion restreinte. Il reprend, avec l'aimable autorisation de l'éditeur, un article publié dans le "JOURNAL OF NUCLEAR MATERIALS", Vol. 8, No 2 - 1963, 271-272. Tout autre exemplaire de cet article doit être demandé à North-Holland Publishing Co., P.O. Box 103 — Amsterdam (Netherlands).


ON A CASE OF SOLARIZATION DURING STEAM SINTERING OF UO₂ PELLETS by I. AMATO, R.L. COLOMBO and A.M. PROTTI (FIAT, Sezione Energia Nucleare).

European Atomic Energy Community - EURATOM.
Euratom - United States Agreement for Cooperation.
Work performed by FIAT S.p.A. under the Euratom contract No 016-60-9 RDI - (Part of the EURAEC Report No 321).

Summary not available.
ON A CASE OF SOLARIZATION DURING STEAM SINTERING OF UO₂ PELLETS

I. AMATO, R. L. COLOMBO and A. M. PROTTI
FIAT, Sezione Energia Nucleare, Torino, Italy

Manuscript received October 1962

Solarization is the decrease of density in sintered bodies, which takes place with the increase of the treatment time or temperature.

Occurrence of solarization in uranium dioxide is reported occasionally in the literature during hydrogen sintering of certain powders. We have observed it during sintering in steam atmosphere on material, which did not show evidence of it during hydrogen sintering.

The powder was purchased from the CNEN (National Committee for Nuclear Energy) and was produced through the "wet process" (oven-drying of hydrated oxide precipitated from tetravalent Uranium solution). The O/U ratio was 2.02 and the surface area 3.6 m²/g. Pellets were pressed to about 7 g/cm³ with the addition of 1 % in weight of PVA and 1 % of stearic acid.

Some were sintered in a hydrogen atmosphere and had a final density only slightly inferior to that of pellets made with other kinds of powder.

The steam sintering cycle was the following:

1) Heating up in nitrogen to 800 °C.
2) Heating up in hydrogen to 1398 °C.
3) Soaking in steam at 1398 °C for various periods of time.
4) Cooling down in hydrogen from 1398 °C to 800 °C.
5) Cooling down in nitrogen to RT.

Fig. 1 gives the plot of the fired density versus the soaking time: one may see that beyond 2 h the fired density starts to decrease even though it is still below that expected for such powder.

Micrographic examination of the sintered bodies gives some explanations of this phenomenon. Steam sintering of the CNEN powder is characterized by discontinuous grain growth from its early stages (fig. 2). This, according to Coble and Burke's theory, would result in poor densification, since very soon the majority of the closed pores would become isolated from grain boundaries and cease to shrink.

At this point one would expect little further sintering; the decrease in the fired density is possibly due to the pressure of the gases trapped in the isolated pores, which causes some of them

powder: CNEN Cer gradeje. Soaking temp.: 1398 °C.
green density: 7 g/cc sintering atm.: steam

Continuous grain growth at the beginning of steam sintering at 1398°C. Soaking time: 30 min. T.D.: 81.8 % etched. × 1000
to merge owing to plasticity effects; fig. 3 shows one of the big cavities formed in a solarized specimen.
That solarization is not due to some reverting of sintering is shown in fig. 4, which indicates that the open porosity is less for a solarized specimen than for a non-solarized one having higher density.

References
1) R. Winchell, Atomic Energy, Report YAEC (1960) 159
2) A. Bel, R. Delmas et B. François, Frittage de l'oxyde d'uranium dans l'hydrogène à 1350°C, Stockholm Conference (1959)
3) M. Gabaglio et al., Euratom/USA Contract no. 028-60-10-RDI, Final Report