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A b s t r a c t 

In SEFOR, Balanced Oscillator Tests will be performed to measure reactivity 
coefficients. Two types of Balanced Oscillator Tests are planned for SEFOR. 

1st Balanced Oscillator Test (1st B.O.T.) in which, while the coolant 
temperature is kept constant, the transfer functions between rsactivity 
and power and betiíeen power and coolant flov; are measured. 

2nd Balanced Oscillator Test (2nd B.O.T.) in which, while the reactor 
power is kept constant, the transfer function between reactivity and 
coolant temperature is measured. 

Particular effort has been devoted to studying possible ways of obtaining 
balancing conditions in the reactor plant. Two different types of control 
are being considered. 

1. Open Loop Control in which predetermined input signals will be given 
to the reactor plant in order to hold constant the coolant tempera
ture (for the 1st B.O.T.) and the power (for the 2nd B.O.T.). 

2. Closed Loop Control In which the balance condition (constancy of 
the coolant temperature for the 1st B.O.T. and power for the 2nd 
B.O.T.) is reached with the aid of closed loops control. 

Both control methods are described in this paper and their performance 
characteristics are also analysed. 
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I. INTRODUCTION 
In SEFOR (Southwest Experimental Fast Oxide Reactor) "Balanced Oscillator 
Tests" will be performed to measure reactivity coefficients and thermal para
meters of fuel rods. Two types of "Balanced Oscillator Tests" are planned. 

1st Balanced Oscillator Test (1st B.O.T.) in which, while the coolant 
temperature, Θ, is kept constant, the transfer functions between reac
tivity and power and between power and primary coolant flow are measured. 
2nd Balanced Oscillator Test (2nd B.O.T.) in which, xihile the reactor 
power is kept constant, the transfer function between reactivity and 
coolant temperature is measured. 

The description of these "Balanced Oscillator Tests" and the analysis of the 
obtainable results have already been the subject of previous publications 
(Ref. 1; 2; 3; and 4) and partially of another paper (Ref. 5) already pre
sented to this conference. Here we want to examine these tests from the 
point of view of the possible ways of performing them in SEFOR. Fig. 1-1 
shows the cooling system of the reactor plant. The heat produced in the core 
is removed by the primary coolant, Sodium, and is then transferred to the 
secondary Sodium circuit. From here the heat is rejected to the atmosphere 
by open circuit forced-air cooling. Fig. 1-2 shows a schematic block diagram 
of reactor transfer functions. 

Two different types of balancing may be considered (fig. 1-2). 
1. To choose the input oscillating signals of reactivity "Ak", primary 

coolant flow "Aw " and secondary coolant flow "Aw " in such a way 
that inlet and outlet coolant reactor temperatures remain constant 
(ΔΘί = A0 o u t = 0). This test is called 1st B.O.T. and the condition 
A 0i = A0out = ° is called "balance condition for the 1st B.O.T." 

2. To choose the input oscillating signal Ak. Aw and Aw in such a 
ρ s 

way that AP=0 or at least that P(t) does not contain oscillations 
at the fundamental frequency. This test is called 2nd B.O.T. and 
the condition P=0 /or P(t) not containing the fundamental harmonic? 
is called "balance condition for the B.O.T." 
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2. METHODS OF PERFORMING THE BALANCED OSCILLATOR TESTS 

Two different methods have been thought to be used to perform Balanced Oscil* 
lator Tests in SEFOR: They are 

1. Open Loop Control System 

2. Closed Loop Control System 

With the "Open Loop Control System" (fig. 1.2) the operator sets predetermined 
input control values which produce balanced conditions in the plant. These re
quired input signals are found by an analytical procedure carried out before 
the test is performed. This analytical procedure is described in paragraph 2.1. 
In the "Closed Loop System", instead, the balanced condition is reached with 
the aid of controllers and feedback loops. 

At the present time it is intended to provide SEFOR at least with the open 
loop control system. The "Closed Loop Control System" is being studied at 
Karlsruhe. The type of "Closed Loop Control System" shown in this paper can 
be basically applied to any reactor, but the numerical evaluations refer to 
SEFOR. Open and Closed Loop Control Systems are described respectively in 
sections 2.1 and 2.2. 

2.1 Open Loop Control System 

2.1.1 Test Variables 

In the Balanced Oscillator Tests (B.O.T.), there are three dependent variables 
which must be either oscillated or held constant, depending on the desired 
results. These variables are: 

1. Reactor Power, Ρ 
2. Reactor Coolant temperature rise, 0 - Θ. 
3. Reactor coolant inlet temperature, 0. 

Control of these variables is accomplished by oscillation of three independent 
variables: 

1. Reactivity, Ak 
2. Primary coolant 
3. Secondary coolant flow, Aw 
2. Primary coolant flov/, Av; 
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2.1.2 Effects of Oscillation 

The ability to hold one or two variables constant while the others are oscil
lated is subject to the effects of oscillation on the dependent variables. 
Studies of these effects have been made on the analog model of the SEFOR 
reactor and show the following results: 

1. When an independent variable is oscillated sinusoidally about its 
average value, the resulting oscillations of the dependent variables 
are also sinusoidal at the fundamental frequency, but with different 
phase and amplitude for each variable. 

2. Oscillations at harmonic frequencies may also be present, but their 
amplitudes are small enough to be disregarded. 
The one exception to this is the coolant temperature rise oscillation 
caused by primary coolant flow oscillation. This causes a problem in 
the second B.O.T., which will be discussed later. 

3. The amplitude of oscillation for a dependent variable is proportional 
to the amplitude of oscillation for the independent variable for the 
amplitudes of interest in the B.O.T. 

4. The phase relationship between the two variables does not change with 
amplitude for a given set of test conditions. 

5. The effects of oscillating more than one independent variable can be 
found by vector addition of the individual effects on a given depen
dent variable, using vector magnitude to represent amplitude and vector 
direction to represent phase angle. 

These results then lead to the conclusion that a balanced oscillator test 
can be set up for the SEFOR reactor using an open loop control system, and 
this was verified on the analog model. 

2.1.3 Method of Control 

In the open loop control system for the SEFOR plant, each of the three inde
pendent variables is controlled from the rod oscillator device, thus main
taining identical frequencies for each variable. This device converts the 
rotating motion of a constant speed drive to vertical reciprocating motion 
through a Scotch-yoke mechanism. The speed and amplitude of this device are 
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adjustable over a wide range, but will remain fixed during a test. The reci
procating motion is applied directly to a poison rod in the center of the 
core, thus achieving the desired sinusoidal oscillation of reactivity. 

The motion of the rod oscillator is also used to generate control signals 
for the primary and secondary coolant pumps. The phase and amplitude of these 
signals can be independently adjusted so as to achieve the desired balanced 
conditions. Thus, all three independent variables will be oscillated at 
identical frequencies with independently adjustable phase and amplitude. 

2.1.4 First Balanced Oscillator Test 

Simulated tests of the open loop system on an analog computer have shown that, 
for the first balanced oscillator test, coolant temperatures can be balanced 
with an accuracy of * 1 1/2 F at 20 MW when the proper phase and amplitude 
are set for each independent variable. The method used to determine these 
phase and amplitude values is to first measure the effects of oscillating 
one independent variable at a time. Typical values for these effects are 
shown by the curves in Appendix I. Determination of these effects can be 
done experimentally in a minimum amount of time, since analog results have 
shown that less than 3 cycles are required to achieve stable conditions after 
starting or changing an oscillation. Once the individual effects are known, 
vector diagrams can be drawn as shown in Figures 2.1-1; 2.1-2 and 2.1-3. 
In Figure 2.1-1 the vector sums for inlet temperature and temperature rise 
have been set to zero by varying the primary and secondary coolant flov; vec
tors. This can be done quite easily by using primary coolant flow to balance 
temperature rise and secondary coolant flov; to balance inlet temperature. A 
computer code has been written to solve the required vector equations. A 
similar procedure could be used experimentally. However, the analytical proce
dure is obviously less costly, and analog results have indicated that analysis 
will yield balanced conditions. 

2.1.5 Second Balanced Oscillator Test 

The independent vectors for the second B.O.T., in which power is held constant 
while reactivity is oscillated, can be found by an analytical procedure simi
lar to that used in the first B.O.T., using the same data for effects of 
individual oscillators. Since only one parameter, reactor power, is required 
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ίο be balanced, it is only necessary to oscillate one additional parameter, 
primary coolant flov;. However, oscillation of the secondary coolant flov; may 
also be used to reduce the control sensitivity required or to reduce the flov; 
amplitude required for a given reactivity amplitude. 

Figure 2.1-2 shows a typical vector diagram for the second B.O.T. in which 
the secondary coolant flow is oscillated so as to hold the reactor inlet 
temperature constant. However, this requires a rather large amplitude for the 
secondary flov; oscillation which is undesirable. Figure 2.1-3 shows the vec
tor diagram for the same experiment, but with the inlet temperature oscilla
ting. In this case the secondary coolant flow vector was arbitrarily chosen 
to illustrate one of the many possible choices. The final choice for this 
vector will be based primarily on the ease of reaching a balanced condition 
if the initial vector choice is slightly in error. 

2.1.6 Control Sensitivity Requirements 

In order to reduce the reactivity effect due to the reactor power within the 
limits of * 0,15 % it is necessary to balance the reactor power within * 0,02 MW 
in the second B.O.T.. Comparison of this requirement to the requirement of 
balancing temperatures to approximately 1 % of the temperature rise (1 1/2 F) 
in the first B.O.T. indicates that the second B.O.T. will be more difficult 
to balance than the first. An estimate of the control sensitivity required 
to balance a parameter can be obtained by calculating the effect of small 
changes in the phase or amplitude of an independent variable. As shown by the 
vector diagrams in Figure 2.1-4a and 2.1-4b, these effects can be calculated 
for a balanced variable from the equations: 

ΔΕ = Α ·0·(ΔΑ/Α_) for amplitude changes, and 

ΔΕ = A «C· sin ΔΘ for phase angle changes less than 10 degrees 

where : 
ΔΕ = change in amplitude of balanced variable. 
ΔΑ = change in amplitude of independent variable. 
A = initial amplitude of independent variable. 
C = ratio of dependent variable, amplitude to independent 

variable amplitude 
ΔΘ = change in phase angle of the independent variable. 
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Comparison of these effects to the allowable limits of unbalance will then 
give an indication of the control sensitivity required to obtain a balanced 
condition. Table 1 shows these values for the vector diagrams shown in 
Figures 2.1-1; 2.1-2 and 2.1-3. Changes of 10 % in amplitude or 5.7 degrees 
in phase angle, were chosen for the table values because the resulting changes 
in amplitude of the dependent variables are equal. 

2.1.7 Harmonics in the Second B.O.T. 

It has been observed that in the second B.O.T., sinusoidal oscillation of 
the primary coolant flow introduces a harmonic of significant amplitude into 
the reactivity feedback. Since the reactivity feedback is balanced against 
the fundamental sine wave of the reactivity input, this results in a power 
oscillation at twice the fundamental frequency with an amplitude approxi
mately equal to or slightly greater than the allowable limits for amplitude 
of the fundamental. (Ref. 2). 

The source of the harmonic can be found in the equation relating coolant 
flov; and temperature rise at constant power: 

Θ -θ. = Ρ /w (1) 
out i ο ρ 

For sinusoidal flov; oscillations, 

ν; = ν; + A sin ωί; (2) 
ρ po 

θ -θ. = (Θ -θ.) +f(t); (3) 
out i out i o 
Ρ = w «(θ -θ.) ; (4) 
ο ο out i o 

Solving these equations for the temperature oscillation, f(t), yields 

f(t) = ~^ s i" "* (Θ -θ.) (5) vi +A sin ü)t out io 
o 

This function contains many harmonics of generally small amplitudes, but the 

first harmonic (cos 2 tot) has a significant amplitude. Mathematically, this 

problem can be eliminated by using a function generator to correct the coo

lant flow oscillation so that it is 

Β sin o>t 

w = v; + —  — ¡ w 

o 1B sin uit o 

This function was found by arbitrarily choosing a temperature rise function 
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of 

(θ θ.) = (θ θ.) (1Β ein ut) 
out i out i o 

Tests on the analog model have indicated that correction of the primary flow 

oscillation in the above manner does reduce the amplitude of the first har

monic. However, an increase in the amplitude of the second harmonic was also 

noted, which may be due to transient effects in the IHX (Ref.2). Thus it 

appears that final elimination of the harmonics in the power oscillation will 
ι , 

have to be done by analytical methods iú the datareduction process. 

2.1.8 Time Required to Achieve a Balanced Condition 

The time required to obtain a balanced condition in either B.O.T. will depend 

on the oscillator frequency, since two to three cycles are required to achieve 

stable conditions after the oscillator is started or a change is made. Set

ting of the desired phase and amplitude should be accomplished in a minimum 

amount of time through proper calibration and test procedures. The oscillator 

settings determined by vector diagrams for the first B.O.T. should produce 

the required balanced conditions with ho further adjustments required. How

ever, the second B.O.T. requires more accurate control settings, and is ex

pected to require an average of 10 cycles per test to obtain the final balanced 

condition. 

2.1.9 Conclusions for the open loop control system 

1. Analog studies indicate that it will be possible to perform balanced 

oscillator tests on SEFOR through controlled oscillations of reactivity, 

primary coolant flow, and secondary coolant flow. 

2. An open loop control system in which the phase and amplitude of the inde

pendent variable oscillations are manually adjusted will provide adequate 

control to obtain balanced conditions within reasonable limits. 

a) Balanced parameter limits of ± 1 1/2 °F in the first B.O.T. appear to 

be reasonable. 

b) The balanced parameter limit of ±0,1 % of reactor power in the second 

B.O.T. are more difficult to achieve, but there is a hope of approaching 

this limit because the assumed error for phase and amplitude in table 1 

are pessimistic. 
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3. A vector analysis method of combining the effects of oscillating each 
independent variable can be used to determine the oscillator phase and 
amplitude requirements for each balanced oscillator test. 

4. It is expected that 10 cycles or less will be required to achieve balanced 
conditions after the pre-calculated amplitudes and phase angles are set. 

5. The open loop control system provides a simple and effective mean of 
running a balanced oscillator test and eliminates control problems nor
mally associated with large phase lags and parameter inter-actions. 
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Table 1 

OSCILLATION AMPLITUDE OF A BALANCED VARIABLE 
CAUSED BY CHANGING AN INDEPENDENT VARIABLE 

BY 10 % OF ITS AMPLITUDE OR 
BY 5.7 DEGREES IN PHASE ANGLE 

B.O.T. 

I 

II 

II 

Independent 
Variable 

WP 
ws 
ΔΚ/Κ 

WP 
us 
ΔΚ/Κ 

WP 
ws 
ΔΚ/Κ 

Initial 
Amplitude 

5.8 % 

9.5 % 

10 i 

8.5 % 

*19.1 % 

3 i 

4.1 % 

6.0 % 

3 i 

BALANCED VARIABLE 

Temperature 
Rise 

0.9 °F 

0.1 °F 

0.9 °F 

— 

— 

Inlet 
Temperature 

0.5°F 

0.4°F 

0.2°F 

0.7°F 

0.7°F 

0.1°F 

(Oscillating 

inlet 

Temperature) 

Power 

— 

.22 MW 

.11 MW 

.14 MW 

.10 MW 

.03 MW 

.13 MW 

Notes: (1) Average Reactor Power = 20 MW 
(2) Average Coolant Flov; Rate = 80 % of Design Value 

(4310 GPM) 
(3) Maximum Allowable Amplitude of : 

Balanced Temperature =1 1/2 °F; 
Balanced Power = 0.02 Mli. 
Maximum Allowable Flow Amplitude is 20 %. 
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2.2 Closed Loop Control System 

2.2.1 Generais 

Fig. 2.21 shows a schematic block diagram of the connections of the Closed Loop 

Control System to the plant in the case of the 1st B.O.T. 

The reactor is fed with à sinusoidal reactivity signal at frequency "f " 

AK ■ AK sin 2 π f t (1) 

m o 

which is produced by the "Frequency and Sinus Function Generator". The input 

signal to the "Controller Nr. 1" is the difference between thè signal of out

let and inlet reactor coolant temperatures, (Θ 0.). The output signal acts 

on the "Primary Pump", which will tend to change the primary Sodium flov; in 

such a way that 

Θ θ. = const. (2) 

out ι 

The input signal to the "Controller No. 2" is the outlet primary heat exchanger 

Sodium temperature, Τ . Its output signal acts on the "Secondary Pump" which 

will tend to change the secondary coolant flow in such a way that 

Τ = const. (3) 

out 

The'Transfer Function Analyser"(T.F.A.) measures the transfer functions respec

tively between power (P) and reactivity (AK) and between primary coolant flow 

(w ) and power (P). 

Fig. 2.22A shows a schematic block diagram of the connections of the Closed 

Loop Control System to the plant in the case of the 2nd B.O.T. 

The plant is fed with a sinusoidal signal at frequency f on the primary pump 

Aw = Aw sin (2 π f t) (4) 

ρ pm o 

The secondary pump can either be controlled to keep "T " constant (as in the 

1st B.O.T.) or be fed with a sinusoidal signal: 

Aw = Aw sin (Zirf t + o) (5) 

s sm o 

with Av; and α chosen in such a way they produce the maximum possible change 

of the reactor average coolant temperature, Δθ, compatibly with the safety and 

the limitations of the plant. Both possible control schemes of the secondary 
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pump have not been shown in Fig. 2.24A. The input signal to the "Controller" 

is the power Ps which is measured by a flux detector. Its output signal acts 

on a control rod to produce a change of reactivity, Ak, which will tend to 

keep the power constant: 

Ρ = const. (6) 

The T.F.A. measures the transfer function between the reactivity (Ak) and the 

average coolant temperature (0) so defined: 

0, + 0 . 

0 = i 2HS (7) 

2 

An alternative to the scheme of Fig. 2.24A is that of Fig. 2.22B in which the 

power Ρ is kept constant by acting on the primary coolant flov;. 

The two control loops of fig. 2.21 and those of fig. 2.22A and 2.22B can be 

schematically described by the diagram shown in fig. 2.23. In fig. 2.23,"U" 

is the controlled variable which is intended to be kept constant. When an input 

signal "I" is introduced in the plant, this will produce a change "U " of U 

through the transfer function P.(s). The controlled variable "U" is measured by 

the Feedback circuit which has the transfer function "H(s)". The output signal 

"Y" from this circuit is compared to the reference "R" and the difference "ε" 

feeds the "Controller". The output signal "γ" from the Controller acts on the 

plant and produces a change "U " of "U" which tends to compensate for the pre

vious change "U " due to the input signal "ï". The plant transfer function bet

ween U2 and γ is indicated by P?(s). 

The Controller consists of two parts which we call "Regulator" and High Gain 

Unit (H.G.U.), having, respectively, transfer functions G(s) and M(s) . 

The function of the "Regulator" is to amplify the input signal "ε" and to correct 

it (by means of a corrective network) to get phase advance of "ε" and stability. 

The function of the "High Gain Unit" is to suppress the oscillations of the 

controlled variable "U" at the frequency "f " at which the B.O.T. is performed. 

This means that any disturbance "U " of U at the frequency "f " is compensated 

by an oscillation "U2" having the same amplitude as U . The way in which the 

H.G.U. operates will be described in the following paragraph. 

The H.G.U. can be connected or disconnected from the loop operating the switch 

"S " (fig. 2.23) without affecting the stability of the system. 
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2.2.2 Basic analytical considerations 

Looking at fig. 2.2.3, we can write the following equations in the Laplace domain; 

U = Uj+U2 (1) 

U2 = γ P2(s) (2) 

γ = n +λ (3) 

λ = γ M(s) (4) 

n = ε G(s) (5) 

ε = R-Y (6) 

Υ = U H(s) (7) 

From eqs. 2 to 7 v;e get (for R a const): 
U2 
-φ = - K(s) (8) 

where 

and 

K(s) = W(s) J^J (9) 

W(s) = P2(s) · K(s) · G(s) (10) 

From eqs. 1 and 8, we get 

U 1 
U, 1+K(s) (11) 

The transfer function of eq. 11 is called "closed loop transfer function", while 
that of eq. 8 is called "open loop transfer function1'. The reason of the second 
denomination is due to the fact that eq. 3 would represent the transfer function 
of the loop supposed to be ideally cut at the point where U. and U„ are added. 

From eqs. 8 and 11 it is clear that the properties of the "closed loop trans
fer function — can be derived by analysing the open loop transfer function 
"K(s)M. The second control loop of the 1st B.O.T. is the worst from the point 
of view of stability because of the time constants involved. We shall therefore 
discuss this loop here. 

In this case in fig. 2.2-3, "U" would represent the primary heat exchanger 
outlet coolant temperature "T " and "γ" the signal to the secondary pump. 
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"P2(s)
M
 includes the transfer function of the secondary pump ( j ^ ) » that bet

ween primary heat exchanger outlet coolant temperature and secondary coolant 

flow and the 1.5 sec. time constant of the lower mixing of the heat exchanger. 

The feedback transfer function H(s) includes the time constant of the thermo

couple (supposed to be 1 sec) and the 1 sec time lag between the place at 

which the thermocouple is mounted and the outlet of the primary heat exchanger. 

This situation would correspond to a Coolant flov; equal to 80 % of its rated 

value. 

Girve No. 1 of Fig. 2.24 shows the polar diagram of the frequency response of 

the function 

W(j2itf ) = P,(j 2ιτ f ) H(j 2irf)G(j 2π f) (12) 

Where 

G
<*> ■

 G
o x S «

3
> 

with G chosen in such a way that 

W(o) =1 (14) 

Let us suppose for the moment that the H.G.U. is a "Low Pass Filter" (L.P.F.). 

If the input signal "γ" is at low frequency, it will pass through the filter 

and the output "λ" will be added to the signal "η" from the "Regulator". If 

instead "γ" is at higher frequency, it will be attenuated and shifted by the 

filter and therefore the output signal "λ" will not have practically any regu

lating action. 

This means that the controller would be able to give a precise control at low 

frequencies, while at higher frequencies instead would become less accurate. 

This loss of accuracy is due to two causes ; 

a) the higher the frequency, the more delayed in phase is the 

signal "λ" in respect to "η" 

b) the higher the frequency, the bigger is the attenuation between 

"λ" and "γ". 

The first cause can be eliminated by making a phase correction with a device 

which changes the phase without changing the amplitude, for example a pure 

time delay. 
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If we incorporate in our H.G.U. a memory in cascade to the "Low Pass Filter", 

the frequency response of the transfer function M(s) would be of the type 

exp(j Ψ f/f ) 

M(j 2π f) = A — (15) 

(1+j f/fm)
n 

where "f " is the cutoff frequency of the filter. 

The angle "Ψ" must be chosen in such a way that, at the frequency "f " of the 

experiment, the sum of "Ψ" and of the phase shift "φ " of the filter gives 2π, 

that is 

Ψ + φ = 2π (16) 

The curve of Fig. 2.25 shows the polar diagram of the frequency response of 

1 

1M(j f/fo)
 ( 1 7 ) 

as function of -τ— where M(s) is given by eq. 15 with 

o 

f 

n=4 , —■ = 0.2 and A=l (18) 

m 

This curve shows a high gain at the frequency "f ". At the higher harmonics 

2f , 3f etc.,the gain presents also a maximum value which is becoming smaller 

as the order of the harmonic increases. 

If we now introduce this modified H.G.U. in our control loop, the frequency 

response of the open loop transfer function K(j 2ττ f) becomes the curve No. 2 

of fig. 2.24 if the system is set at the frequency 

f = 0.02 cps. (19) 

o 

The gain at frequency "φ " is about 12.5 which means that the amplitude of the 

oscillations of the controlled variable "U" at this frequency is reduced to 

■J2J = 8 % of that of the disturbance "U ". The curve No. 2 of fig. 2.24 shows 

(according to the Nyquist criterion) that the closed loop will be stable be

cause the open loop transfer function does not encircle the point "1". This 

conclusion can be easily drawn if one thinks that stability means that the 

characteristic transcendental equation of the closed loop 

w(s)
 T^õõ

 + ] =
 °

 (20) 
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must not have any root with real part positive. If one puts in eq. 20 

S » α + j 2π f (21) 

for α > o one realizes that for the same value of "f" the function W(s) becomes 

smaller in modulus and phase shift. This means that for a given frequency the 

corresponding point on the curve (curve No. 1 of fig. 2.24) tends to move from 

the left to the right (as indicated by the small arrow), while the curve tend 

to squeeze itself towards the origin. At the same time the function 1//TM(s2? 

of fig. 2.25 tends for α > o to squeeze itself towards the point 1 . Because 

of all these effects, the envelope of the lobes of curve No. 2 in fig. 2.24 

for α > o tends to squeeze itself towards the origin. This behaviour of the 

function W(s)//lM(s27 seen on the Nyquist diagram (curve No. 2 of fig. 2.24) 

ensures us that the characteristic equation 20 is always for α > o different 

from 1 

w(s
> H S Œ T ' -1 (22

> 

which means that the system is stable. In order to improve the accuracy of the 

system, one can use a L.P.F. with a damping factor ζ different from 1. The 

frequency response of the transfer function "M(s)" of the H.G.U. would be of the 

type 

cxp(j ψί/f ) 
M(j 2ir f) - A Ì 5—s (23) 

Q+2j ζ f/fm-(f/fm)
2
3 

The damping faktor ζ must be chosen in such a way that the modulus of M(j 2ir f) 

has its maximum value at f = f . Then "A" is chosen so that the modulus "C" of 

o 

M(j 2 irf) at f=f is as close as possible to 1. 

The curve of fig. 2.26 shows the polar diagram of the equation 23 as function 

of f/f with 
o 

f 
ι 

f n-1; ~ - 0.5 ; ζ = 0.6 ; C = 0.98. (24) 

m 
t l A " 

The gain "A" of H.G.U. at frequency "f " would be 

A - C/ï-2(l-2 ς) φ] * lf\ln/2 * 0.94 (25) 
* m' ^ m 

Curve Ho. 2 of fig. 2.2-7 is the polar diagram of the open loop frequency response 
K(j 2π f) at fQ «* 0.02 cps. in the case in which M(j 2ir f) is defined by eqs. 23 
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and 24. The system also in this case is stable and the gain at f=f has become 

about 50,which means a precision of about 2 %. 

Preliminary work has been carried out on the analog computer just to see if this 

type of control system would have major troubles or not. The model used was an 

old model of thé SEFOR plant and the control system was not optimized. 

The 1st B.O.T. was carried out at a frequency of 0.0025 c.p.s. (fig. 2.28). The 

amplitude of the input reactivity signal vías 10 <¿. The trace of the average 

Coolant temperature 0 is shown: its behaviour is in agreement with the results 

of the simplified analysis developed in Appendix 2. The control scheme adopted 

in fig. 2.28 is slightly different from the control scheme of fig. 2.21. In 

fig. 2.28 the input signal to the first controller is the reactor outlet coolant 

temperature and not the difference between reactor outlet and inlet coolant 

temperature. 

The 2nd B.O.T. was also carried out on the analog computer at a frequency of 

0.0025 c.p.s. (fig. 2.29). Primary (w ) and secondary (v; ) coolant flows were 

p s 

oscillated in phase and with an amplitude equal to 10 % of their rated values. 

Fig. 2.210 shows the trace of the power "P": its behaviour also in this case 

is in agreement with the results of the simplified analysis developed in 

Appendix 2. In both the 0 and Ρ traces of figs. 2.28 one can observe a change 

of the average value at the time at which the switches "B" or "C" are operated. 

This change of the average values were due to the fact that the control loops 

and the memories were not exactly set at the same d.c.level as that of the 

circuit simulating the plant. 

2.2.3 Final Comments on the Closed Loop Control System 

The type of Closed Loop Control System which has been described in the preceeding 

paragraphs has the following characteristics. 

1. It allows to reach a very high precision at the frequency "f " of the 

experiment. This is obtained by setting the gain of the H.G.U. at f 

as near as possible to 1 and the phase delay "ψ" of the memory in such 

a way that: 

ψ + φο = 2π (1) 

where φ is the phase shift of the L.P.F. at the frequency "f ". The preci

sion is limited by the practical limitations of carrying out these two set

tings. "C" can be set within ± 1 %. If we choose for "C" the value 0,93, 
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the open loop gain will be 50 and therefore the error "E" is 2 %,i.e., the 
oscillation of the controlled variable at frequency "f " will be reduced to 
2 % of the disturbance. This is valid if the phase in supposed to be set per
fectly. Fig. 2.2-10 shows the error "E" as function of the difference "<5ψ" 
between the set value of ψ and its corrected value (see Appendix 3). It 
appears that "E" is sensitive to this phase setting error, δψ. The memory 
will have a paper tape which moves under the writing and the reading heads. 
The tape will have a line of holes and the distance between hole and hole 
will correspond to an angle of 1 degree. In this way 360 will be given by 
360 holes. The value of ψ is set by choosing the right length of the tape be
tween the two heads, that is, by counting the right number of holes. The system 
is by itself capable to have a sensitivity of * 0.5 degree. The precision in 
setting "ψ" will therefore depend upon the way in which the calibration of 
memory plus filter is carried out. The reproducibility of the setting of ψ 
is perfect. 

2. The open loop gain drops as the frequency moves a little from the selected 
frequency "f ". Synchronization between the tape speed and the frequency 
"f " is therefore required. The movement of the tape must be derived by the 
"Frequency and Sine Function Generator" shown in the schemes of figs. 2.2-1; 
2.2-2A and 2.2-2B. 

3. The system is capable to provide a high open loop gain at very low frequencies 
(figs. 2.2-4 and 2.2-6) which means that it can cope with the drift of the 
plant. 

The time needed by the system to reach the balance condition, that is,to compen
sate for the disturbances Uj (2.2-3),can be evaluated as follows. We can say 
that an any new cycle the output U will be reduced approximately by a factor 
(Appendix 2) 

M + "(j 2π fo)| (2) 

In the case of the 2nd loop of the 1st B.O.T., we have (fig. 2.2-6) 

|l + W(j 2TT 0.02)| = 1.85 (3) 

which means that the amplitude of the temperature oscillation will be reduced 
in 6 cycles to about 2,5 % of its initial value. 
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Looking at fig» 2.2*6,we see that the modulus of the functions K(j 2ir f) 

and W(j 2π f) can be increased by a factor of 1.5 without having problems 

of stability. If this is done, the reduction factor becomes 2.4 instead of 

1.5 (as given by éq. 3) and the same reduction of amplitude to 2,5 % will be 

reached in only 4 cycles. 

4. It is very interesting to notice that, after few cycles, the memory has al

ready instored the right corrective signal so that the control loop can even 

be open while thè tape continues to feed the plant with the right corrective 

signal. In this case it is more convenient to have a second reading head 

(at 360 from the writing head) which gives the signal to the writing head 

in such a way that the signal remains in the tape always unchanged. The first 

reading head will continue to feed the plant. This feature seems valuable if 

one plans to repeat a B.O.T. In this case the right corrective signal already 

exists instored in the tape which can feed the plant directly. An additional 

control loop able only to cope with the drift of the plant could be added to 

the system. For a better precision it would be convenient to have this second 

loop working in parallel to the tape, even when the tape is recording the cor

rective signal. 

5. For safety purposes the control system must have the following two features: 

a) The controller must be designed in such a way that the output signal 

cannot in any case exceed some extreme values fixed by Safety Considerations. 

b) A device must be incorporated which switches the controlling variable (coo

lant flow or reactivity) to a fixed constant value before the signal 

reaches one of the above mentioned extreme values. This device also gives 

an alarm signal. 

6. Other types of closed loop control systems are under investigation at Karlsruhe. 

We mention here particularly systems having a Band Pass Filter either directly 

on the main control line or as a positive feedback on it. 

7. The closed loop control system has the following properties. 

a) It allows to obtain the balance condition with a very good precision. 

b) The closed loop control system releases the operator of the tediousness 

of carrying out the experiments and of making all the analysis which 

precedes them as shown in para 2.1. Reactor operating time will be re



- 20 -

duced in the second B.O.T. where the balanced power requires greater pre
cision. The balance condition is obtained in a lower number of cycles than 
that of the open loop. The time saved is not only that needed to reach 
the balance condition, but also that needed to evaluate the individual 
transfer function whose knowledge is necessary to carry out the vector 
analysis shown in section 2.1. 
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Appendix I 

OSCILLATOR EFFECTS 

The curves in this appendix show the effect on each of three dependent variables 
produced by individual oscillation of each of three independent Variables. These 
data are used to construct vector diagrams and thus determine control settings 
required for balanced conditions. 

It should be noted that phase angle is defined as the lag angle (time) between 
maximum values of the dependent and independent variables. This definition of 
phase angle was chosen to avoid confusion in the use of the data for vector 
diagrams. 

The primary cold leg temperature refers to the temperature at the IHX outlet as 
measured with a thermocouple having a 5-sec time constant. The core tempera
ture rise refers to the actual value of core outlet temperature minus core inlet 
temperature. Reactor power refers to neutron flux. 
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Appendix II 

EVALUATION OF THE BEHAVIOUR OF THE CONTROLLED VARIABLE IN THE TIME DOMAIN 

Let us consider the closed loop control system of fig. 2.23. We write eq. 11 

of sect. 2.2.2 

U 1 

Uj 1+K(s) (1) 

where 

and 

K(s) = W(s) J^J (2) 

W(s) = P2(s) H(s) G(s) (3) 

We suppose that U.(t) is a sinusoidal function in the time domain. We have 

U,(t) = U sin 2π f t (4) 
l o o 

In the Laplace domain we have 

r
i
 = u

« ΤΙ O ¿■.fr. c \¿ 

s +(2π f ) 

2 f. π 
U, = U -ς τ (5) 

Eq* 1 becomes 
2ΤΓ f 

U
 ■ °ο 2. ° 2 ! <

6
> 

s +(2π f ) 1+W(s) : Λ, . ν
 o l-M(s) 

From eq. 6 in the time domain we get 

2ir f ι 

U(t) - U L
_1 

* S2+(2TT f )
2
 1+W(s) ' 

o' * "y°' l-M(s) J 

(7) 

where the symbol L indicates antitransformation. 

We shall solve eq. 7 in the case 

M(s) = AF(s) εχρ.(-ψβ/2π f ) (8) 

where F(s) is the transfer function of the L.P.F. 
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Taking i n t o account eq . 8 , . e q . 6 becomes 

2TT f 

U - U 
1 

l-AF(s)exp(-i |>s/2ir fQ) 

o 2 SZ+(2IT f Γ 1+W(s) l - / A F ( s ) e x p l ^ s / 2 ï ï f ) / / ( l + W ( s ) ) 

(9) 

Eq* 9 can be w r i t t e n as follows 

2ir f n=°° 
U - U 

° 8
2
+(2π f )

2 

o 

/ ï - A F ( s ) e x p ( ^ s / 2 ï ï f )7 Σ * (Al 

n=l /Î+W(s)/ L 2π£ J 

υ- o - J L ï a - T i e r ' ^ s ü ^ L e^r-fe-o^-1-
° s

Z
+(2ir f Γ n-1 I /Ï+W(s)7 L

 L
 *rf

 J 

o ^ — *· 

2irf 

AF(s)exp(-n - Í -2-) 

2irf 
o „ 

► (11) 

We shall antitransform eq. 11 in the particular case 

A.F(s) « 1 

W(s) ■ W = const. 

Ψ 2π 

(12) 

(13) 

(14) 

Taking into account eqs. 12; 13 and 14, eq. 11 becomes 

2ir f n=° 

U  υ a 2 _ ^ Σ J(i)
11

1
 ! _ Γβχρ/=(η1) f_7exp(n /) 

° 8^+(2π f y n=l (1+W )
n
 L

 f
o
 f

o 

(15) 

The antitransform of eq. 15 is: 

n=°° 
U(t) = U sin(2u f t) Σ < 

n=l 1<
1+
V 
br^-F^^f * (16) 

where 

and 

η » "nth" oscillation 

l(t) indicates step function. 

Eq. 16 is shown in fig. 2.211. The controlled variable U(t) oscillates with an 

amplitude which is decreasing with the time and taking the following values: 

1st oscillation: 

U 
o 

1+W 
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U 
2nd osc i l la t ions 

(1+W ) 2 
o 

U 
"η"th oscillation: — 

(1+W ) n 
o 

At any cycle, therefore, the oscillation decreases by a factor (1+W ) 

In the real case this factor will be approximately 

|l+W(j 2π f o)| 

if the phase shift of W(j 2ττ f ) is not too large. 
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Appendix 3 

DEPENDENCE OF THE PRECISION UPON THE ERROR "δψ" IN SETTING THE PHASE 

The error "E" of the controlled variable "U" is given by eq. 11 of sect* 

2.2.2 

E - ψ - W?rryl ■ Ικττ^ν1 " '«¡W'•""c ^ (1) 

where C is defined by eq. 25 of para. 2.2.2. 

Eq. 1 can be written as follows : 

■ i in ι il n m ι run 

E = | w ( 2 π f > h h - C cos δψ+j C sind δ ψ | = l w ( j 2 π f ^ / ( l - C cos δψ)*+(ΰ s in όψ)2 (2) 

Since 
cos δ ψ = 1 (3) 

and 
(4) 

(5) 

s in δ ψ - δ ψ 

eq . 2 becomes 

E - 1 " C 

|W ( j 2π f o ) | 

F i g . 2 . 2 . - 1 0 shows the r a t i o 

t . E|W(J 2π f o ) | 

E i d ' - C 

^ + ("Pc δψ)2 

= A+Opc 6ψ)2 (6) 

as function of "δψ" for different values of "C". 
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Appendix 1 - Fig. 1 
OSCILLATOR EFFECTS ON NEUTRON FLUX 
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Appendix 1 - Fig. 2 OSCILLATOR EFFECTS ON NEUTRON FLUX 
AT 80% AVG. COOLANT FLOW 
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Appendix 1 - Fig. 3 OSCILLATOR EFFECTS ON PRIMARY COLD LEG TEMPERATURE 

AT 80°/o AVG. COOLANT FLOW 

FOR ±10 φ AND ±10% OSCILLATOR AMP. 
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Appendix 1 -Fig.4 OSCILLATOR EFFECTS ON PRIMARY COLD LEG TEMPERATURE 

AT 8 0 % AVG. COOLANT FLOW 
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OSCILLATOR EFFECTS ON CORE COOLANT ΔΤ 

AT 8 0 % AVG. COOLANT FLOW 

FOR ±10 φ AND ± 1 0 % OSCILLATOR AMP 

Appendix 1 - Fig. 5 
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Appendix 1 - Fig. 6 OSCILLATOR EFFECTS ON CORE COOLANT ΔΤ 

AT 8 0 % AVG. COOLANT FLOW 
1 

bU 

Ü 

-50 

-ίου 

-150 

-zoo 

?50 

r r i A O C ΜΓ MÜLC . u C Ü K C C D 

Κ 

Ws 

- W p 

.001 .002 004 .008 .016 .032 

FREQUENCY Π Ρ ς 





CDNA03686ENC 


